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13. Attach 4mm locking nuts to the
screws at the top of the front legs.

14. Add the long link pieces as shown
with washers on both sides.  The
longer straight edge on these
link pieces should face down.
Use locking nuts to hold
the long links in place
but make sure they are
still able to move.

15. Remove the small screw from the
battery holder and insert a battery
(AA size) - make sure the switch is
OFF.  Stick the battery holder to the
base plate using a double-sided
sticky pad.

16. Insert the wires from the battery holder
through the hole in the base plate.
Connect the wires to the back of the
motor as follows:  thread the wire strands
through the motor tabs then slide the red
sleeve over the tab.  Your robot walker is
now ready to use.

make sure the longer
straight edge faces
down

TTel: 01992 716052    Fax: 01992 719474    Web: www.mindsetsonline.co.uk
Supplied by: Mindsets (UK) Limited, Unit 10, The IO Centre, Lea Road, Waltham Cross, Herts, EN9 1AS, UK



2

Making Your Walking Robot

1. Strap the motor into the gearbox
using the plastic cable tie.

2. Press a plastic cam onto each
end of the shaft - you may need
some help with this.  Twist the
cams so that they are at 180° to
each other.

4. Join the gearbox to the base
plate using the two short 4mm
screws and two nuts.  Use a
small spanner or pliers to
tighten the nuts.

3. Carefully clip the sides onto the
base plate.  (This may already
have been done for you).
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5. Insert four of the long
4mm screws through the
holes in the sides as
shown.  Attach three nuts
to each screw.  Make sure
that each nut is tight
before adding the next
one.

6. Insert the 3mm screws
through the cams.  Attach
a nut to each screw.
Tighten the nuts with a
spanner or pliers.

7. Slot the back legs over the screws as
shown, with washers on both sides of the
legs.  (The back legs have a bigger hole in
the middle than the front legs).

8. Insert a 16mm long
screw through the top
hole in each of the back
legs.  Attach two nuts
to each screw.

9. Add the two short link
pieces as shown with a
washer on both sides of
each link piece.

10. Attach a screw to the other end
of each link.  Tighten one nut
onto each screw.

11. Add the front legs as
shown using washers
on both sides of the
legs.

12. Use locking nuts to
hold the back legs and
short links in place.
Do not over-tighten
the nuts - the legs and
the links must be free
to move.

16mm
long
screws

16mm
long
screw

16mm
long
screw


